ENGINEERING AND MINING SECTION
ROUND STRAND 6x19 (12/6/1) FIBRE CORE

" Tole- L Minimum breaking load of the rope corresponding

rance | Approx to tensile designation of the wires of

mass | 180kgt/mm2 200kgf/mm2
kg/100 | or or
__mirs. __1770N/mm2 1960N/mm2

: (10 3kgf. KN 10 3kgt.

3 LB 7 Bl
310 |20 4.9 0.55
550 | 0. B.7 0.98
8.60 : | 136 1.50
i2.4 0 | d96 2.20
17.0 | 2. 270 | 3.00
220 E 35.0 3.90
28.0 : ; | 5.00
350 : A 6.10
420 | B A 7.43
50.0 | 8. : 8.80
58.0 : J 10.4
68.0 g i 12.0
80 | : 2 13.8
830 g E 15.7
100.0 - | L A 17.7
112.0 ! d 19.9
125.0 | ;e : 3 22.2
138.0 : i 246
152.0 . : i 271
167.0 | : 0 | 2097
1830 | ; 0| 328
199.0 | 0 2 354
216.0 1 3 ; 38.4
234.0 | 376 J 40.9
2520 1| 405 ] 44.8
271.0 ; 43.6 . 48.2
291.0 1| 46.7 0| 517
311.0 50.0 : 553
332.0 | 534 j 59.0
354.0 56.9 d 62.9
3770 | 60.5 d 66.9
400.0 | 642 I 71.0
424.0 | 881 | 6670 | 752
448.0 72.0 706.0 79.6
474.0 TE.1 746.0 841
500.0 80.2 T87.0 88.7
526.0 845 829.0 83.4
554.0 889 | 8720 | 983

To obtain the calculated aggregate breaking loads, multipHl the figures given in col. 4 to 9 by 1.163.

The masses of rope given in col. 3 are calculated values =1d are for guidance only.

Sizes of rope with ‘astersk' (*) are standard sizes, the res are non standard.

All the values indicated in this table are based on atest . - . 0. Publications,

To obtain the minimum breaking load for steel cored rope= multiply the figures given in cols. 4 to 9 by 1.08
To obtain the mass of steel cored ropes multiply the figur 5 in column 3 by 1.10




